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DOOR AND LANDING REQUIREMENTS 

Applicable codes are the 2019 editions of the California Residential Code (CRC), California 
Electrical Code (CEC), California Plumbing Code (CPC), California Mechanical Code (CMC), 
California Energy Code (CNC), and the California Green Building Standards Code (GRN). 

(This form may be used as a guide for checking Accessibility according with the 2019 California Building 

Code and shall not be considered a complete list of requirements) 

GENERAL (CBC 11B-404) 

a. Revolving doors, gates and turnstiles shall not be part of an accessible route. 

b. Width: 32ò clear min. (Opening more than 24ò deep shall be 36ò clear min.) 

c. Thresholds: İò max height 

d. Hardware: 

¶ Operable parts shall be operable with one hand and shall not require tight grasping, pinching 
or twisting of wrist. 

¶ Located 34ò ï 44ò above finish floor 

e. Opening Force: 

¶ Interior and Exterior hinged doors, sliding or folding doors: 5 lb. max. 

¶ Fire doors: 15 lb. max. 

f. Kick Plate: Bottom 10ò high smooth surface on the push side of door or gate. 
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TYPICAL LOCATION AND INFORMATION FOR DOOR HARDWARE 
 

 



 

 

 

MANEUVERING CLEARANCES AT SWINGING DOORS AND GATES 
 

 
 

  



 

 

 

MANEUVERING CLEARANCE AT DOORWAY WITHOUT DOORS OR GATES. 
MANUAL SLIDING DOORS AND MANUAL FOLDING DOORS 

 
 
 
 
 
 
 
 
 
 
 
 

 

 



 

 

 

 

DOORS IN SERIES (CBC 11B-404.2.6) 

Distance between tow hinged or pivoted doors in series shall be 48ò minimum plus the width of door 
swinging into the space. 

 

 

POWER-ASSISTED DOORS (CBC 11B-404.3) 

a. Control: Sensing devices, push plates or vertical actuation bars shall be placed on both the interior 
and exterior sides of the doors (CBC 11B-404.2.9 Exception C). 

b. Height of Push Plate: Two push plates shall be provided at each location. 

¶ Low Push Plate: centerline of plate shall be 7ò-8ò AFF 

¶ High Push Plate: centerline of plate shall be 30ò-44ò AFF 

c. Size of Push Plate: 4ò diameter min OR 4òx4ò square plate 

with International Symbol of Accessibility. 

d. Maneuvering Clearance: Shall comply with Section 11b-404.2.4 
 

 

 

 


